
2x6 lumber backing for
track support between
wall stud. GWB to be
secured to framing.

Face of backing must be
flush with face of studs
to avoid wall damage.
- Not by AD.
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NOTES:
* AD Systems standard Clear Opening width is 36" X 83 1/2"  (3'-0" X 6'-11 1/2").
^ Door leaves over 48" wide are considered "oversized".  Additional charges and

lead times will apply.

DOOR PANEL WEIGHTS
Flush Wood = ** 6 lbs per Sq Ft
Aluminum frame with 1/4" glass = ** 4 lbs per Sq Ft

MAXIMUM SIZE FOR DOOR PANELS:
DOOR WIDTH HEIGHT

Wood  60"  120"

DOOR WIDTH HEIGHT
Aluminum (Increased Vertical)*  95"  120"
Aluminum (Increased Horizontal)*  120"  95"
*Aluminum door Height or Width max of 95" for shipping.

· For panels larger than above please contact Customer Service at:
adsystems.customer.service@allegion.com

WIDTH CALCULATIONS:
The "Clear Opening Width" is from the inside of frame at jamb to edge of door in
fully open position.
· Rough Opening = Clear Opening times (X) 2, then plus (+) 10 1/2"
· Door Leaf = Clear Opening plus (+) 6"
· Valance Width = Rough Opening minus (-) 2"
· Overall Frame = Rough Opening plus (+) 2"

HEIGHT CALCULATIONS:
The "Clear Opening Height" is finish floor to inside of frame at head.
· Rough Opening = Clear Opening Height plus (+) 4 3/8"
· Door Leaf = Clear Opening Height plus (+) 3/8"

EXPOSED FRAME
INSETSLIDE SLIDING DOOR LEAF WITH

ONE SIDELITE -- WIDTH CHART
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NOTES:
· Minimum Rough Opening Width required to accommodate the

specified Clear Opening Width.

· Sidelite must meet minimum width requirement, can be made
larger as required.

** NOTE:  PROJECT ENGINEER MUST DESIGN WALL
HEADER TO WITHSTAND WEIGHTS AND LOADS
IMPOSED BY TOP HUNG DOOR SYSTEM.

1" OF FRAME
VISIBLE

OL

This Width chart is specific to the non-overlap
Door Leaf option. For all other system
dimensions see:  "Rough Opening Guide --
INSETSLIDE (ONE SIDELITE)".

ROUGH OPENING GUIDE
EXPOSED FRAME INSETSLIDE (ONE SIDELITE)

Dimensions are to be used as a quick reference only, actual sizes may vary.
If you use this guide to construct your wall openings, be sure to double check your actual rough opening dimensions before approving / releasing
your AD Systems shop drawings for the fabrication of your doors.

It is your responsibility to ensure that your wall openings are the correct size to fit the project specific doors that you order.



ALL EXISTING PRODUCT TESTING TO DATE HAS BEEN PERFORMED WITH 2X6 LUMBER BACKING IN THE WALL FOR ENTIRE
LENGTH OF DOOR TRACK. THE BACKING IS REQUIRED TO PROVIDE ADEQUATE FASTENER PULL OUT RESISTANCE, AND ALSO
INCREASED VERTICAL RESISTANCE TO "SEE-SAW" TILTING ACTION OF THE FASTENER OVER TIME DUE TO THE WEIGHT AND
VIBRATION OF THE DOOR MOVEMENT.

USE OF ANY BACKING METHOD OR MATERIAL OTHER THAN 2X6 LUMBER BACKING, WOULD NEED TO BE VERIFIED BY THE
CUSTOMERS AUTHORIZED PROJECT ENGINEER. AD SYSTEMS STANDARD WARRANTY WILL NOT COVER ANY ISSUES THAT
RESULT FROM INADEQUATE WALL BACKING OR IMPROPER MOUNTING OF THE DOOR CARRIAGE TRACK.

#10 x 3" PHILLIPS PAN
SELF DRILLING SCREW
(PPHSDS) @ 12" O.C.
MAX

2X6 LUMBER BACKING FOR TRACK
SUPPORT BETWEEN WALL STUD. GWB TO
BE SECURED TO FRAMING.

FACE OF BACKING MUST BE FLUSH WITH
FACE OF STUDS TO AVOID WALL DAMAGE.
- NOT BY A.D.

DO
OR

 L
EA

F 
HE

IG
HT

33 4"
1"

2"

DOOR HEAD

RO
UG

H 
OP

EN
IN

G

STILE POCKET

 #14 X 2" HEX HEAD
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42-INCH CLEAR OPENING WIDTH, USING 48-INCH DOOR LEAF
(EXPOSED FRAME AT BACK VERTICAL EDGE)

BACKING AT HEAD, MINIMUM STUD FRAME REQUIREMENTS AND
PERIMETER DOOR FRAME DIMENSIONAL REFERENCE POINTS -

INSETSLIDE™ SYSTEM
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